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WASTE OIL
EQUIPMENTSNOZZLESMETERED NOZZLESMETERSPUMPSKITS

FEATURES

PERFORMANCE

The K24 SUZZARABLUE MANUAL NOZZLE and PIUSI EASY WINDSCREEN are 
manual nozzles suitable for the delivery of antifreeze and windscreen washing li-
quid. They comes with the plastic version (SUZZARABLUE) or windscreen version 
(EASY K400) of the K24 meter.

• READY TO USE
• ERGOMOMIC GRAB
• LOW WEIGHT

3,4-25 BAR
OPERATING PRESSURE

UP TO

80 L/MIN
FLOW RATE

± 1%
K24 VERSION

ACCURACY

± 0,5%
K400 VERSION

ACCURACY

K24 SUZZARABLUE MANUAL NOZZLE
EASY K400 WINDSCREEN

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/PALLET PCS/BOX

METERED NOZZLES
F00870020 1 2,2 300X390X260 11,8X15,4X10,2 - 1

F00976W0A 0,95 2,1 300X390X260 11,8X15,4X10,2 - 1

EASY K400 WINDSCREEN

K24 SUZZARABLUE MANUAL NOZZLE

METERED NOZZLES
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ACCESSORIES MERCHANDISEHOSE REELSTANK
MONITORING

FLUID
MONITORINGFILTRATION

BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATER

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

• MANUAL NOZZLE
• K24 / K400 METER
• INSTRUCTION MANUAL

• NOZZLE BODY: TECHNOPOLYMER
• VALVE: VITON
• METER BODY: ALLUMINIUM
• GEARS: TECHNOPOLYMER

METER WITH OVAL GEARSAVAILABLE WITH K24

MANUAL NOZZLES

K24 SUZZARABLUE / EASY K400 WINDSCREEN

Dimensions expressed in millimeters

TYPE OF FLUID WATER

TEMPERATURE 23°C

TECHNICAL DATA

CODE DESCRIPTION FLUIDS TYPE
FLOW RATE WORKING PRESSURE BATTERIES

INLET OUTLET
L/MIN GPM BAR PSI V

METERED NOZZLES
F00870020 K24 SUZZARABLUE MANUAL NOZZLE 5 - 80 1,3 - 21 3,4 49 2 - -

F00976W0A EASY K400 WINDSCREEN 1 - 30 0,3 - 8 25 362 2 1/2 BSP -
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K24 SUZZARABLUE MANUAL NOZZLE

EASY K400 WINDSCREEN


