
Vind um CV Valve Models and Specifications 

Valve Valve Maximum Internal Wetted Connection Valve Size 

Model Type Pressure c,; Volume Material Size /Type (diameter x length) 

CV-210 2-Way 10,000 psi 0.055 0.11 cc Stainless Steel or 1/8" W-125 2.00" X 1.70" 

(On/Off) {689 bar) Hastelloy C-276 AE SpeedBite {5.0 cm x 4.3 cm) 

CV-310 3-Way 10,000 psi 0.055 0.31 cc Stainless Steel or 1/8" W-125 2.00" X 3.64" 

( 4-Position) (689 bar) Hastelloy C-276 AE SpeedBite (5.0 cm x 9.2 cm) 

CV-405 2-Way 5,000 psi 0.1 0.44 cc Stainless Steel or 1/4" SW-250 2.25" X 1.95" 

(On/Off) (345 bar) Hastelloy C-276 AE SpeedBite (5.7 cm x 4.9 cm) 

CV-410 2-Way 10,000 psi 0.085 0.44 cc Stainless Steel or 1/4" SW-250 2.25" X 1.95" 

(On/Off) (689 bar) Hastelloy C-276 AE SpeedBite (5.7 cm x 4.9 cm) 

CV-420 2-Way 20,000 psi 0.05 0.22 cc Stainless Steel or 1/4" AE F250C 2.25" X 1.95" 

(On/Off) (1,379 bar) Hastelloy C-276 or Hip HF2 {5.7 cm x 4.9 cm) 

CV-505 3-Way 5,000 psi 0.1 1.08 cc Stainless Steel or 1/4" SW-250 2.25" X 4.435" 

( 4-Position) {345 bar) Hastelloy C-276 AE SpeedBite (5.7 cm x 11.3 cm) 

CV-510 3-Way 10,000 psi 0.085 0.74 cc Stainless Steel or 1/ 4" SW-250 2.25" X 4.435" 

( 4-Position) (689 bar) Hastelloy C-276 AE Speed Bite (5.7 cm x 11.3 cm) 

CV-520 3-Way 20,000 0.05 0.62 cc Stainless Steel or 1/4" AE F250C 2.25" X 4.435" 

( 4-Position) 
psi(l,379 

Hastelloy C-276 or Hip HF2  {5.7 cm x 11.3 cm) bar) 

* Flow coefficient (approximate ), US gallons of water per minute with 1 psi pressure drop@ 60F


