
4K UltraHD 
Microscopy Camera 

SCM305C 

Microscope Coupler 

 Sony 1“ Exmor CMOS Sensor 
 UltraHD Resolu on 4096x2160 Pixel 
 34 Frames/s 
 Global Shu er 
 Ultra‐fine HISP VP 
 USB3.0 
 CNC aluminium alloy housing 
 EHDView Image Analysing So ware 
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 Saving Images and Movies 
 Extended Deep Focus 
 Image S tching 
 Segmenta on & Coun ng 
 Image Stacking 
 3D Surface Plot 
 Measurements with Dataexport to Excel 
 Calibra on 

Highlights 



EHD SCM‐305C 
 

EHD SCM‐305C 

Specifica on:  

Image Sensor 1“ Sony Exmor CMOS  

Number of Pixel 4095 x 2160 UltraHD 

Pixel Size 3.45 x 3.45 

Framerate 34fps at UltraHD resolu on 

Framerate 60fps at FullHD resolu on 

Exposure 244µs to 15s 

Sensi vity 1146mV with 1/30 

Spectral Range 380—650 nm (with IR‐Cut) 

White Balance ROI / manual temp nt  

Color Technique Ultra‐fine HISPVP 

Recording System S ll picture and movie 

Cooling System Passive 

Control API Na ve C/C++, C# , VB.Net 
DirectShow, Twain, LabView 

Opera ng Temperature ‐10 to 50° 

Storage Temperature ‐20 to 60° 

Opera ng Humidity 30 to 80% RH 

Storage Humidity 10 to 60% RH 

Power Supply DC 5V over USB port 

Opera ng System MS Windows XP/
Vista/7/8/10 (32&64bit) 
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