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AIR FLOW (M3/MIN)
4x @ 0.13 =0.01
(40 x 40 x 28 mm) (é 3.4 20.15)

1.57x1.57x 1.10 inches

Construction:  UL94V-0 PBT impeller & frame Rated m Speed m
Model No. | Voltage Pressure (H20)

Bearing option: ball bearing RPM mmm

Connection: AWG 26, UL1007 lead wires MD4028S 5,000 0.209 7.38 405 0159 308
Frame: ribbed MD4028L 6,500 0.272 9.59 6.75 0.266  33.2
Protection: thermal MD4028M 12/24 140 90 8,000 0.335 11.82 10.23 0.403 37.2
. MD4028H 12/24 210 120 9,200 0.384 13.57 13.53 0.533 41.0
Options: tachometer output or locked rotor
alarm signal; PWM speed control MD4028E  12/24 240 140 10,300 0430 1519  16.96 0.670  44.0
MD4028X 12/24 350 180 11,500 0.529 18.67 17.72 0.709 47.3
MD4028U 12 520 - 13,000 0.598 21.1 22.64 0.906 50.0
MD4028V 12 650 - 15,000 0.690 24.35 30.14 1.206 53.1
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http://www.mechatronics.com/products/dc-fans.php
http://www.mechatronics.com/
http://www.mechatronics.com/pdf/Quality%20Management%20Certificate.pdf

