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73/PK Hand Lever Grease Gun wirth shortened zinc-plated steel barrel

· for 300 ccm (10.0 oz.) bulk grease 

· with UMETA TWIN-LOCK® system and patented EVER-Flow system  

· standard air release valve, alternatively with filler valve according to DIN 1283

barrel version    made of zinc-plated steel 
Ø 56 mm (2.2")  

barrel length   200 mm (7.87")  
suitable for   grease up to NLGI 3  
filling capacity  300 ccm (10.0 oz.) bulk grease  
connection thread    M 10 x 1 or G 1/8  

upon request 1/8 NPT  

operating pressure   400 bar / 5,800 PSI 
delivery capacity   approx. 1.9 ccm (0.06 oz.)/stroke  
testing pressure   400 bar / 5,800 PSI 
gun dimension   345 x 128 x 60 mm (13.6 x 5.0 x 2.36")  
packed in    printed UMETA polybag  

or cardboard box  
weight   1,075 g (37.9 oz.) + accessories and packaging  

70/PK Hand Lever Grease Gun with shock-resistant polyamide barrel

· for 400 g (14.0 oz.) grease cartridges or 500 ccm (16.0 oz.) bulk grease 

· with UMETA TWIN-LOCK® system and patented EVER-Flow system 

· standard air release valve, alternatively with filler valve according to DIN 1283

The extremely light polyamide barrel with the extra band knurls ensures optimal and comfortable handling, even with cold temperatures. The robust material combines 
the advantages of rust-resistancy and form stability, even with crashes and other impacts. 

barrel version   shock-resistand polyamide barrel 
  Ø 60 mm (2 1/3") 
barrel length   292 mm (11 ½")  
suitable for   grease up to NLGI 3
filling capacity   400 g (14.0 oz.) grease cartridge/500 ccm (16.0 oz.) bulk grease 
connection thread    M 10 x 1 or G 1/8  

upon request 1/8 NPT 

operating pressure   400 bar / 5,800 PSI
delivery capacity   approx. 1.9 ccm (0.06 oz.)/stroke 
testing pressure   800 bar / 11,600 PSI 
gun dimension   400 x 128 x 60 mm (15.7 x 5.0 x 2.36")  
packed in    printed UMETA polybag  

or printed UMETA cardboard box  
weight   1,000 g (35.3 oz.) + accessories and packaging

Connection Packed in Scope of delivery Ref. No.:

M 10 x 1 polybag without accessories V000211
M 10 x 1 polybag with 340/GLN V000549
M 10 x 1 polybag with 110/G V000773
M 10 x 1 polybag with 110/G + 340/GLN V001220
M 10 x 1 polybag with filler valve V001218
M 10 x 1 cardboard box without accessories V000479
M 10 x 1 cardboard box with 340/GLN V001479
M 10 x 1 cardboard box with 110/G V001096
M 10 x 1 cardboard box with 110/G + 340/GLN V001480
M 10 x 1 cardboard box with filler valve V000457

Connection Packed in Scope of delivery Ref. No.:

M 10 x 1 polybag without accessories V000354
M 10 x 1 polybag with 340/GLN V000472
M 10 x 1 polybag with 110/G V000550
M 10 x 1 polybag with 110/G + 340/GLN V001002
M 10 x 1 polybag with filler valve V000790
M 10 x 1 cardboard box without accessories V000350
M 10 x 1 cardboard box with 340/GLN V000952
M 10 x 1 cardboard box with 110/G V000881
M 10 x 1 cardboard box with 110/G + 340/GLN V001118
M 10 x 1 cardboard box with filler valve V001466

Connection Packed in Scope of delivery Ref. No.:

G 1/8 polybag without accessories V000993
G 1/8 polybag with 340/GLN V001227
G 1/8 polybag with 110/G V001054
G 1/8 polybag with 110/G + 340/GLN V001224
G 1/8 polybag with filler valve V001219
G 1/8 cardboard box without accessories V001481
G 1/8 cardboard box with 340/GLN V001024
G 1/8 cardboard box with 110/G V001097
G 1/8 cardboard box with 110/G + 340/GLN V001482
G 1/8 cardboard box with filler valve V000458

Connection Packed in Scope of delivery Ref. No.:

G 1/8 polybag without accessories V000443
G 1/8 polybag with 340/GLN V000637
G 1/8 polybag with 110/G V001095
G 1/8 polybag with 110/G + 340/GLN V001211
G 1/8 polybag with filler valve V001251
G 1/8 cardboard box without accessories V000645
G 1/8 cardboard box with 340/GLN V000842
G 1/8 cardboard box with 110/G V001094
G 1/8 cardboard box with 110/G + 340/GLN V001467
G 1/8 cardboard box with filler valve V001468


