
A
C A

XIAL FAN
S

C o o l i n g  S i m p l i f i e d

UF15KC series

.80

.60

.40

.20

0 50 100 150 200 250

AIR FLOW (CFM)

S
TA

TI
C

 P
R

E
S

S
U

R
E

 -
 IN

. O
F 

W
AT

E
R

1.00

H

300

1.202.17 ±0.02
(55 ±0.5)

LEAD WIRE TYPE

Ø
5.

91
 ±

0.
02

(Ø
15

0±
0.

5)

TERMINAL TYPE
t=0.5

6.77 ±0.02
(172 ±0.5)

14.96
(350)

55.5˚

6.38 ±0.01
(162 ±0.3)

ø5.75
(ø146)

.91
(23)

1.69
(43)

.79
(20)

1.50
(38)

ø0.16 ±0.01
(ø4.2 ±0.2)

0.12
(3) 0.31

(8)

(172 x 150 x 55 mm)
6.77 x 5.91 x 2.17 inches

Operating voltage: 115 or 230 VAC

Construction: aluminum die cast frame; 
UL94V-0 PBT impeller

Bearing option: ball bearing

Motor: permanent split capacitor

Air Flow: exhaust over struts

Connection: terminal or 22 AWG lead wire

Protection: thermal

Option: dual voltage 115/130VAC; IP55; 
IP55 + salt fog, tachometer output
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 UF15KC12 -__H 115 60 38 0.34 0.76 3,400 8.3 293 23 0.90 60 1.05

 UF15KC23 -__H 230 60 38 0.17 0.38 3,400 8.3 293 23 0.90 60 1.05
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