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Mecmesin (Shanghai) Pte Ltd 
Room 504, No. 248, Daxue Lu - University Avenue,  
Yangpu District, Shanghai, 200433,  
People's Republic of China
e: sales@mecmesin.cn    
t: +86 21 5566 1037/3377 1733   f: +86 21 5566 1036

Adaptor/Charger for use 
with AFG/AFTI/BFG

Description
For	use	with	Mecmesin	AFG/BFG	digital	gauges	and	the	AFTI	universal	display.	Versions	for	specific	geographical	
locations are available.

Specifications

Part No. Region Voltage Pins Type

304-004 Europe 230 V 2-pin Round

304-005 UK 230 V 3-pin Square

304-006 USA 110 V 2-pin Flat
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Dimensions mm (inch)

Head Office

1:1 @ A3

304-XXX Charger for AFG/BFG/AFTI

ALL DIMENSIONS ARE IN MILLIMETRES
FOLLOWED BY INCHES: MM ( IN" )
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O 1,3 ( 0,051" )
DC POWER PLUG
FOR AFG/BFG/AFTI
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DRAWING APPLIES TO PT NO:
304-004, 005, 006

304-004
EURO CHARGER

304-006
USA CHARGER

304-005
UK CHARGER

A

Adaptor/Charger for 
Use With CFG+ 
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