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7043 1 2 FK-L FK-J NC BK DD e i e.g. 20 TiN TiCN e.g. 152 G W e.g. 3000 A e.g. 400

example: 7043.1.FK-L.DD.e.20.152.G.3000.A.400 °C
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7143 1 2 e.g. Pt 500 3-L 4-L BK DD e.g. 20 TiN TiCN e.g. 152 G W e.g. 3000 A e.g. 400

example: 7143.1.DD.20.152.G.3000.A.400 °C

Temperature Probes 7043 / 7143
Fe-CuNi, NiCr-Ni / Pt 100, Pt 500, Pt 1000

types available (7043):
Fe-CuNi type L DIN 43710

(not for new
installations)

Fe-CuNi type J DIN EN 60584
NiCr-Ni type K DIN EN 60584

types available (7143):
Pt 100 Kl. B DIN EN 60751
Pt 500 Kl. B DIN EN 60751
Pt 1000 Kl. B DIN EN 60751
(other tolerance classes on demand)

(subject to technical alterations)

Description:
The fast-acting mass temperature probes type 7043 / 7143 are mainly
used for temperature measurement in extruders. These probes are
available with one or two thermocouples / resistances.
Maximum temperature is 600° C.

Please
indicate operating
temperature and

cable length!

Please state diverging measures in plain text.
For different connecting possibilities see ‘accessories’.
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