
MODEL SERIES 6PSXB
Explosion-Proof Pressure Switch

Bellows Sensing Element

 Ranges 0-15 psi to 0-5000 psi 
 NEMA 7, 9 housing
 Class I, Div. I, Gr.C & D available
 Up to four SPDT contacts
 Stainless steel wetted

GENERAL DESCRIPTION

SPECIFICATIONS
PHYSICAL DATA (Standard)
-see page 2 for special features

Maximum Ambient Temperature:
Minimum Ambient Temperature:
Pressure Connection:
Electrical Connection:
Housing:
Deadband:
Sensitivity:
Drift:
Weight:
Contact Ratings:
Port Material:
Bellows Material:
Set Point Adjustment:
No. Contacts:
Contact Listings:
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MODEL SERIES 6PSXB
Explosion-Proof Pressure Switch

Bellows Sensing Element1. SPECIFY A MODEL NUMBER
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SPECIAL FEATURES
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2. SPECIFY A RANGE

Orientation

Wiring

Pressure Connection

Adjustment
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DEADBAND NOTES
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Low Deadband

Std. Deadband

High DC Rated
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Type "4"

Type "6" Gold Contact

ORDERING A SWITCH
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Wiring Schematic

, P3 , P4

INSTALLATION NOTES
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Hermetically Sealed Switch – 
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*MAXIMUM DEADBANDS MAY BE 50% GREATER.
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