
A-A ( 1 : 10 )

B-B ( 1 : 10 )

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

9

9

10

10

11

11

12

12

A A

B B

C C

D D

E E

F F

G G

H H

EDU M-60 WORK STATION UNIT

EDU60.WorkS.Assem

AIR SCIENCE USA

CFG

12/28/2015

1

Designed by Checked by Approved by
Date

1 / 1 

Edition Sheet

Date

A

B

1524,00   / 60.00"

1
7
8
7
,
6
5

 
 
/
 
7
0
.
3
8
"

SPEED CONTROL

POWER INLET

(RIGHT SIDE)

INTERNAL

LIGHTNING (2)

FILTER 

SATURATION

ALARM

FILTER ACCESS 

DOORS

WITH VIEWER

POLYPRO

SPILLAGE

TRAY

SWAM NECK

WATER FAUCET

OUTLET

 

NOTES :

 

STANDARD ON ALL UNITS

1.0 CONTRUCTION: EPOXY COATES MID

      STEEL CABINET, CART, SIDE PANELS

      AND HEAD UNIT.

2.0 FRONT, SIDES, BACK, DIFUSER AND TOP

      PANELS MADE IN CLEAR ACRYLIC OF 1/4".

3.0 CENTRIFUGAL FAN.

4.0 POWER SUPPLY 110 V 60 HZ.

5.0 RATING ON MOTOR 200 CFM .

6.0 FACE VELOCITY 60-100 FPM.

7.0 PRE-FILTER 99.6% EFFICIENCY.

8.0 EDU CARBON FILTER.

9.0 MONITORING LOW AIR FLOW.

10.0 HEAVY DUTY CART WITH TWO LOCABLE   

       WHEELS.
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