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WALTHER-high-temperature-couplings
for thermal oil up to 310°C (590°F)
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Description:
squirt-free high temperature coupling with automatic lock through double pawl lock

suitable for heat conduction equipment

the hand grips and the unlocking clamps are PTFE-protected

*Connection A is suitable for screwed plug form A, B, E,
in accordance with DIN 3852-T2 (Either Sealing through
metal-seal rings DIN 7603 or without sealing edge)

Steel oil burnishead
HT-GRA-Seal combination
max. 310° C = material version AAAA,

AAAG and AAAI
max. 270° C = material version AAAH

Materials:
Seals:
Operation temperature:
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3/4 BSPP
female to
DIN 3852

form x

1 BSPP
female to
DIN 3852

form x
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Self sealing coupling
with handgrip

Self sealing coupling
with handgrip

Self sealing coupling

Self sealing coupling

Self sealing coupling
with handgrip

Self sealing coupling
with handgrip

11-012-0-WR526-AAAG-HG

11-019-0-WR533-AAAI-HG

11-019-0-WR533-AAAH-HG

11-019-0-WR533-AAAI

11-019-0-WR533-AAAH

11-012-0-WR526-AAAH-HG

11-012-0-WR526-AAAG

11-012-0-WR526-AAAH

11-012-2-WR526-AAAA

11-019-2-WR533-AAAA

Self sealing coupling

Self sealing coupling

Self sealing adaptor

Self sealing adaptor

DN 12

DN 19
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